o PE SAL ANVILS 


GREY IRON and 
SEMI-STEEL CASTINGS 


In addition to the full line of 
stock anvils illustrated here, 
Fisher & Norris can supply special 
anvils or other grey iron or 
semi-steel castings of any weight 
or shape at a slight additional 
cost above regular patterns. 

Send us your specifications. There 
is no charge for a quotation 
We specialize in welding tool 
steel to cast iron. All work is 


fully warranted. 


OUR 
GUARANTEE 


All anvils are given 
shop inspections and are instru- 
ment-tested for hardness before 
shipment. 


intensive 


IF ANY FISHER & NORRIS PROD- 
UCT, UPON BEING USED PROVES 
DEFECTIVE AND IS RETURNED TO 
US FOR EXAMINATION WITHIN 
ONE YEAR OF DATE OF SHIP- 
MENT, WE WILL REPLACE IT FREE 
OF CHARGE! 


We believe this guarantee shows 
the faith we have in our products 
More than a century of experi- 
ence proves that our workmanship 
and materials will stand the wear 
We do not 
guarantee against possible abuse. 


and tear of usage. 


FISHER & NORRIS 


“EAGLE” ANVIL WORKS 
301 Monmouth Street 
Trenton, N. J. 

UL. S. A. 


Cable Address: “‘Anvil'’ Trenton 


ANVILS SHOWN BELOW 
ARE STOCK PATTERNS 


SAW 
MAKERS 
ANVILS 

IN 
FOUR 
SIZES 
AND 

WEIGHTS 


PLOW 
MAKERS 
ANVIL 


EXPORT 


ANVIL 


CHAIN 
MAKERS 
ANVIL NO. 2 


CHAIN 
MAKERS 
ANVIL NO. 8 


SEND FOR PRICE LIST 


DOUBLEHORN 


ae: 
SUPERIOR FEATURES 


\ 


- TESTED 
- PROVEN 
- ACCEPTED 


FOR OVER 
100 YEARS! 


SPECIAL 
ANVILS 
ANY 
WEIGHT 
OR 
SIZE 
UP TO 
700 
POUNDS 


; TO ORDER 


Stock Patterns: 


BLACKSMITHS 
HORSESHOERS 
PLOW MAKERS 
SAW MAKERS 
CHAIN MAKERS 
ANVIL STANDS 


——— 


FISHER & NORRIS 
“EAGLE” ANVIL WORKS 


EAGLE 
ANVILS 


The Guaranteed Kind 
Fully Warranted 


First-Class Blacksmiths, Machinists, Toolmakers and crafts- 
men have used EAGLE Anvils in this country and abroad 
for more than a century; EAGLE Anvils have no peer! The 


superior production techniques and high-grade materials 
used in their manufacture have kept pace with the demands 
of modern industry for quality tools which give continued 
superior performance. 

Many government purchasing specifications are based on 
the standards set up by Fisher & Norris for the products 
they manufacture. The blacksmiths’ anvil (pictured above) is 
typical of these requtrements. 


HORN - solid piece, FACE - one piece, 


tough, _untempered, crucible tool steel, 
forged steel, guar- ground and temper- 
anteed not to bend ed edges, perfectly 
nor break. welded to the body. 


Will not settle 


BODY - solid piece gun iron alloy, war- 
ranted not to settle nor break. Will pro- 
duce satisfactory hammer rebound with- 
out unnecessary ringing. 


DIMENSIONS - STOCK ANVILS 


Wt. 
Lbs. 


Inches | Inches 


E-269-57 


ADOPTED BY 
LEADING INDUSTRIES 
AND ALL MANUAL 
TRAINING SCHOOLS 


AVAILABLE IN NEATLY ATTACHES 
9 SIZES FOR TO ANVIL - SAVES 
ANVIL WEIGHTS COST AND DANGERS 
OF 100 TO OF OLD STRAPPING 


500 POUNDS METHODS. 


Craftsmen and mechanics who take pride in the efficiency 
and appearance of their shops will appreciate these permanent 
iron stands for their anvils. Provided with lugs for fastening 
stand to both anvil and floor. {deal for manual training 
schools. Eliminates danger of anvil falling from bench or 


temporary stand, 


THE “‘FISHER’’ DOUBLE SCREW 
PARALLEL LEG VISE — 
WORLD'S STRONGEST VISE 


Main — lever double 
mechanism which 
parallel closing of Tool Cast Steel Jaws, 
file cut, properly hardened and welded 


in place by a special process. Solid 


operates 
insures 


screw 
absolutely 


| 

BUILT slide prevents front jaw from dropping 

3 STAND or twisting. | 

te THE NO. WEIGHT JAWS OPENS ! 

SIAVIEST 4 44 yu yu Vat | 
‘ S. 

*AWORK O lbs. 6%" x 1%, 7p | 

5 150lbs. 7 “x1” (oe 

6 200lbs. 8 “x1%y"” 12 " | 


